DIGITAL TDS /
CONDUCTIVITY METER MK-509

Sold & Serviced by :

SYSTRONICS (INDIA) LIMITED

B/116-129, Supath-Il, Near Juna Wadaj Bus Stop,
Ashram Road, Ahmedabad - 380 013, (Gujarat) INDIA.
Phones : 079-27557072, 27553589, Fax: 079 27552902
e-mail : Sales @systronicsindia.com

Website : www.systronicsindia.com

BRANCH ADDRESS :

BRANCHES AT : NEW DELHI, MUMBAI, BANGALORE, KOLKATA,
CHENNAI, HYDERABAD, PATNA, GUWAHATI, BHOPAL,
BHUBANESHWAR & THIRUVANANTHAPURAM

RESIDENTIAL REP. : CHANDIGARH, GUWAHATI! & LUCKNOW
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Accessories

H +1

0.01 pH =1 digit 1mV +1 digit
10”Ohms

0 to 100°C Manual

3.5 digit LED display with auto polarity & decimal

Two buffers calibration (manually) 7pH & 4pH or 9.2pH
5 to 50°C

230V Ac +10%, 50Hz

205(W) X 130(D) X 65(H) mm

(Alluminium base powder coated cabinet)

1.5 kgs (Approx)

pH Electrode, Stand, Rod, Clamp & Dust Cover

DIGITALTDS / CONDUCTIVITY METER MK-509

MK-509
Range

Resolution
TDS Factor
! Accuracy
~ Frequency
Display
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Power |

Specifications

: Four selectable ranges for TDS : 20ppm, 200ppm

2ppt & 200ppt
For conductivity : 20p/cms. 200p/cms, 2m/cms &
200m/cms

: 0.01, 0.1, 0.001, 0.1

: 0.521t09.0

: +1% of F.S, +1 digit @ 25°C

: 1kHz in-built

: 3.5 digit Red LED display with auto decimal selection
: Single point manually

: 1.0 Cell constant £10% (Platinum Cell)

: 5t0 50°C

30V Ac +10%, 50H




