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SIS IRONIS

AU-2701
Double Beam UV/VIS Spectrophotometer
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¢ High resolution 1nm bandwidth
¢ Automtatic wavelength calibration function
® USB storage of method and data file

¢ Expandable with abundant choice of
accessories including DNA/RNA software

® Large Back-lit LCD
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Optional UV Data
Analyst PC control software
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Easy storage of analytical
parameters and
measurement data

ltem
Monochromator

Wavelength range
Spectral bandwidth
Stray Light
Wavelength Accuracy

Wavelength Setting
Repeatability

Photometric mode
Photometric range

Photometric Accuracy
(Measured with NIST
930D Filter)

Validation functionality and

High definition liquid
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01 Double Beam UV/VIS Spectrophotome
High performance and easy-to-use

GLP/GMP wizard

crystal display
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SPECIEICATION

Description
Equipped with high resolution concave
diffraction grating and Seya-Namioka mount

190-1100mm

1nm

<0.10% (220nm Nal, 340nm, NaNO,)
+0.3nm

+0.1nm
Abs, %T, Conc.

Abs : -3.000~3.000
%T :0~600 %T
Conc. : 0.000~9999

+0,002 Abs (0~0.5 Abs)

+0.004 Abs (0.5-1.0 Abs)
+0.008 Abs (1.0-2.0 Abs)
0.3 %T

Photometric Reproducibility £0.001 Abs (0~0.5 Abs)
(Measured with NIST 930D) +0.002 Abs (0.5~1.0 Abs)

+0.004 Abs (1.0~2.0 Abs)
+0.15 %T

Item

Baseline Flatness
Baseline Stability

Noise Level

Wavelength Scan Speed

Light Sources

Light Source Switch over
Detector

Display

Printer Interface

Storage Interface
Communication Function

High resolution
monochromator

Diverse measurement
modes

Fast wavelength scan at
3600 nm / min from

190 nm to 1100 nm

Description

+0.002 Abs (200 to 950 nm)

0.0003 Abs/h 500nm (2 hours after Power up)
0.0003 Abs/300s (500nm)

10, 100, 200, 400
800, 1200, 2400, 3600nm / min

Tungsten-Halogen & D2 lamp

Automatic changeover, 325-370 nm selectable
2-Silicon photodiode

Back-lit LCD 190(W) X 138(H) mm

PCL3 or ESC/P

USB Flash Disk (Optional)

RS-232C, bi-directional (Optional)

Sold & Serviced by :

SYSTRONICS (INDIA) LIMITED

B/116-129, Supath-Il, Near Juna Wadaj Bus Stop,

Ashram Road, Ahmedabad - 380 013, (Gujarat) INDIA.

Phones : 079-27557072, 27553589, Fax: 079 27552902

e-mail : Sales @systronicsindia.com, mkig @ systronicsindia.com
Website : www.systronicsindia.com

Dimensions 505(W) X 705(D) X 225(H) mm
Weight 29 kg
Power Source 220/230/240V, 50/60Hz
Power Consumption 200 VA
BRANCH ADDRESS :

BRANCHES AT : NEW DELHI, MUMBAI, BANGALORE, KOLKATA,
CHANDIGARH, CHENNAI, HYDERABAD, PATNA, GUWAHATI, BHOPAL,
BHUBANESHWAR, THIRUVANANTHAPURAM & LUCKNOW.



