
 
 

 7 inches TFT color screen and windows graphic interface.
 Powerful functions like Photometric measurement, Quantitative measurement, Kinetics, Spectrum scan, DNA

multi-wavelength test, etc 

 In-house massive memory is capable of saving up to 1024M for test data & working curves.
 Supports USB storage. The USB port can be used for data transfer, which is easily exported to Excel for further processing, 

analysis and storage. 
 Socket type deuterium and tungsten lamp can make lamps switching without optics debugging and easy to be replaced.

 Large sample chamber can accommodate 5
 Extensive accessories are optional, such as 50/100mm cuvette, perso

thermal printer, etc. 
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Standard Accessories 10mm glass cuvette x 4, 10mm quartz cuvette x 2, Power cord, User's Manual , PC software

SYSTRONICS (INDIA) LIMITED
B/116-129, 1ST  

Phone : 

DOUBLE BEAM COLOUR SCREEN 
UV-VIS SPECTROPHOTOMETER
(Variable

 
7 inches TFT color screen and windows graphic interface. 
Powerful functions like Photometric measurement, Quantitative measurement, Kinetics, Spectrum scan, DNA

house massive memory is capable of saving up to 1024M for test data & working curves. 
Supports USB storage. The USB port can be used for data transfer, which is easily exported to Excel for further processing, 

Socket type deuterium and tungsten lamp can make lamps switching without optics debugging and easy to be replaced.

Large sample chamber can accommodate 5-100mm cuvette of all kinds. 
Extensive accessories are optional, such as 50/100mm cuvette, personal laptop/computer, external thermal printer, built

AU 2706 
Double Beam, Grating 1200 lines/mm

190-1100 nm 

Variable 0.5, 1, 2, 4, 5nm 

±0.1nm@656.1nm, ±0.3nm@all  

<=0.1nm 

0.2%T(0~100%T), ±0.002A(0-0.5A), ±0.004A(0.5

≤0.15%T (0-100%T), 0.001A(0-0.5A), 0.002A(0.5

0-200%T, -3~3A, 0-9999C (0-9999F)

<=0.03%T@220nm, 360nm 

±0.0003A/h @500 nm 

±0.0010A 

0.0005A@500nm 

%T, Abs, Concentration, Energy 

Hi, Med, Low (Max. 3000nm/min) 

Automatic 

7" TFT Color Screen 

Imported Deuterium & Tungsten lamp

Imported Silicon Photodiode 

10mm 8 position auto-cell holder 

USB drive, USB host, RS232 

AC 220V/50Hz or AC 110V/60Hz 

760*560*280mm 

28kg 

10mm glass cuvette x 4, 10mm quartz cuvette x 2, Power cord, User's Manual , PC software

 

SYSTRONICS (INDIA) LIMITED 
  floor, Supath II Complex, Nr. Juna Wadaj Bus Terminus,

Ashram Road, Ahmedabad – 382330. 
 

 91 79 27557072, 27557075 ; Fax : 91 79 27552902
Web. : www.systronicsindia.com  

DOUBLE BEAM COLOUR SCREEN 
VIS SPECTROPHOTOMETER

ariable Bandwidth) AU-2706

Powerful functions like Photometric measurement, Quantitative measurement, Kinetics, Spectrum scan, DNA\Protein test, 

Supports USB storage. The USB port can be used for data transfer, which is easily exported to Excel for further processing, 

Socket type deuterium and tungsten lamp can make lamps switching without optics debugging and easy to be replaced. 

nal laptop/computer, external thermal printer, built-in 

Double Beam, Grating 1200 lines/mm 

0.5A), ±0.004A(0.5-1A) 

0.5A), 0.002A(0.5-1A) 

9999F) 

 

Imported Deuterium & Tungsten lamp 

 

10mm glass cuvette x 4, 10mm quartz cuvette x 2, Power cord, User's Manual , PC software 

floor, Supath II Complex, Nr. Juna Wadaj Bus Terminus, 

91 79 27557072, 27557075 ; Fax : 91 79 27552902 

DOUBLE BEAM COLOUR SCREEN  
VIS SPECTROPHOTOMETER 

2706 


